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If you burn waste oil, the Handi-Tank can 
save you time. The simple-to-install kit with 
screen, stand pipe, barrel stand and valve 
turns any 55-gal. barrel into a fi ltering sys-
tem. Add a fl oat valve, and you eliminate the 
mess and hassle of oil storage and transfer.

“The Handi-Tank fi lters particles greater 
than .002 in. out of the oil, while the stand 
pipe in the bottom allows water, antifreeze 
and sludge to settle out,” says Scott Robin-
son, Chippewa Valley Alternative Energy 
(CVALTE). “Add our fl oat valve, and you 
have a continuous fl ow of fi ltered oil to your 
heater reservoir. The kit stand sets the bar-
rel high enough so oil gravity-feeds to the 
furnace.”

Robinson and his wife own and op-
erate CVALTE, selling and servicing 
Kutrieb and Aladdin waste oil heaters, 
parts and accessories. 

“We married the fl oat valve we sell on heat-
ers to the Handi-Tank. It makes for a great way 
to handle waste oil,” says Robinson. “You get 
away from having cans sitting around, and 
it’s easy. You can dump in a bucket of waste 
oil with dirt, paper, dead mice, whatever, and 
only the oil fl ows through.”

The fi lter sits in a basket that’s sized to 
fi t standard 55-gal. barrels. Installation is 
simple. The user cuts and deburrs a hole in 
the bottom of a barrel and installs the kit, 
which includes a 5-in. standpipe and a 2-in. 
bung with a valve. Install the fl oat valve in 
the nearby waste oil heater, and the system 
is good to go.

Cleaning the Handi-Tank is easy, too. 
When the fi lter gets clogged, pull the basket 
and let it sit at an angle to drain the oil out of 
the sludge. Scrape the sludge off, and spray 
the screen with a degreaser. Reset the basket, 
and it’s ready to go. Periodically, bleed off 
water that has collected beneath the stand-
pipe and scrape out sludge in the bottom of 
the barrel.

Robinson says the Handi-Tank works well 
with waste vegetable oil as well. “If I am 
using vegetable oil in my waste oil heater, 
I’ll use two Handi-Tanks,” says Robinson. 
“I put a belly band heater and bubble wrap 
around the one with vegetable oil to warm 
it up. Meanwhile, I start up with waste oil, 
and when the vegetable oil is warm, switch 
over to it.”

Robinson says if a single tank is being used, 
a user can also place a magnetic crank case 

Any 55-gal. barrel can be turned into a 
fi ltering system with the Handi-Tank.

System fi lters particles greater than .002 
out of the oil.
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heater under the inlet screen of the reservoir 
heater. This should warm the vegetable oil 
in the heater tank enough to run through the 
heater. Depending on the temperature and 
the size of the room and the heater, it will 
warm the vegetable oil in the tank back to 
a fl uid state.

Robinson sells the Handi-Tank kit for $455. 
The fl oat valve is another $65. If a customer 
orders the Eliminator 120 waste oil furnace 
($2295) and a Handi-Tank, the fl oat valve is 
included at no extra cost. CVALTE sells other 
renewable resource heating products, includ-
ing pellet mills, stoves, and solar products.

Contact:  FARM SHOW Followup, 
Chippewa Valley Alternative Energy, 
1204 Superior St., Chippewa Falls, Wis. 
54729 (ph 715 924-4871; or 866 460-
8656; www.cvalte.com).

No-Mess Waste Oil Furnace
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“They have 10 times more conductivity than 
commonly-used lead terminals, the leading 
cause of battery failure,” says Don Fleming, 
president of DF Sales.
 Fleming feels many farmers mistakenly 
blame battery failure on the battery itself 
when the problem is with the connecting 
cables. “Most batteries are hooked up using 
conventional copper cables with bolt-on 
terminals made of lead affi xed to each end. 
Lead has a conductivity of only 8 to 10%, 
compared to 97% for copper.” To get batter-
ies hooked up with virtually no loss in con-
ductivity, DF Sales has introduced crimp-
type connecting terminals, constructed of 
copper with a corrosion resistant-plating, 
for making your own highly-effi cient battery 
cables.
 “We think our new copper terminals are, 
by far, the best choice available for hooking 
up batteries. The connections are copper 
to copper so there are no dissimilar metals 
involved to cause resistance or to create cor-
rosion. We also have developed an exclusive 
tefl on-coated heat-shrink sleeve which seals 
cables and connectors against battery gas, 
moisture, oil and anything else that can cause 
corrosion.”
 Contact: FARM SHOW Followup, D.F. 
Sales, 15818 Ave. C, Channelview, Tex. 
77530 (ph 800 211-0561).

Looking For A Farm Show?
If you’re looking for a farm show  to visit  this 
fall, just go to our web site at www.farmshow.
com for a comprehensive listing of  shows  
around  North America. (Suggestion:  If you’re 
not on the internet, you can usually log on for 
free at your local library.).  
 Go to the “links” section  of our website  and 
click on “Farm Shows”.  There  you’ll find 
a list of all the major farm equipment shows 
throughout the year along with dates, location, 
number of exhibitors, and information on who to 
contact.  
 And if you’re planning an overseas trip, we’ve 
got a list of foreign shows, too.
.


